
                                          
 
 
 
 

 
 

RISK	  ASSESSMENT	  –	  ASSAULT	  COURSE	  /	  IT’S	  A	  KNOCK	  OUT	  ASSAULT	  COURSE	  
	  
This	  is	  an	  inflatable	  that	  is	  to	  be	  raced	  through	  by	  up	  to	  3	  people	  at	  a	  time	  with	  no	  major	  risk	  other	  than	  those	  connected	  with	  running	  jumping	  

and	  sliding	  on	  an	  inflatable	  
	  

HAZARD	   EXISTING	  CONTROL	  
MEASURES	  

HARM	  
(1-‐5)	  

LIKELY	  
HOOD	  
(1-‐5)	  

RISK	  
(1-‐5)	  

FURTHER	  CONTROLS	  TO	  
REDUCE	  RISK	  

RISK	  
ACCEPTABLE	  

Y/N	  
Over	  
enthusiastic	  
participants	  

Adult	  supervision	  at	  all	  
times	  

	  
1	  

	  
1	  

	  
1	  

Item	  briefing	  at	  the	  start	  of	  the	  
event	  

Yes	  
	  

Jumping	  off	  unit	   Adult	  supervision	  at	  all	  
times	  

	  
2	  

	  
2	  

	  
1	  

Additional	  safety	  mats	  in	  front	  of	  
unit	  exit.	  
	  

Yes	  

Larger	  
participants	  
colliding	  with	  
smaller	  
participants	  

Adult	  supervision	  at	  all	  
times.	  

	  
3	  

	  
1	  

	  
1	  

Participants	  put	  into	  groups	  of	  
similar	  size.	  And	  only	  3	  using	  the	  
equipment	  at	  any	  time	  

Yes	  

Tripping	  over	  
anchorage	  
points/spare	  
equipment/elec
trical	  cable	  

All	  anchor	  points	  used	  
as	  per	  manufacturers	  
instructions	  and	  spare	  
equipment	  leads	  etc	  
either	  stowed	  /	  erected	  
safely	  

1	   1	   1	   In	  event	  of	  large	  numbers	  of	  
participants	  attending,	  additional	  
safety	  fencing	  erected.	  Where	  
possible	  electrical	  cable	  does	  not	  
cross	  any	  public	  pathway.	  If	  
unavoidable	  cable	  erected	  overhead	  
or	  covered.	  

Yes	  

In	  climate	   The	  unit	  will	  not	  be	   3	   1	   1	   Operators	  have	  access	  to	   Yes	  



                                          
 
 
 
 

 
 

weather	   operated	  in	  wet	  
weather	  and	  if	  wind	  
near	  38km/h	  are	  
reached	  equipment	  will	  
be	  deflated	  

anemometer.	  And	  there	  decision	  is	  
final	  

Blower/Generat
or	  
Risk	  of	  fire	  or	  
burning	  
	  

Safety	  fencing	  erected	  
around	  
blower/generator.	  	  
Suitable	  fire	  
extinguisher	  supplied.	  

3	   1	   1	   All	  spare	  fuel	  stored	  in	  suitable	  
container	  and	  in	  a	  safe	  location.	  
Units	  switched	  off	  during	  refuelling.	  
Using	  only	  diesel	  generator.	  

Yes	  

RISK	  
ASSESSMENT	  
CARRIED	  OUT	  
BY:	  

	  
	  
George	  Shaw	  

	   DATE:	  
	  

31/01/2022	  

ANY	  OTHER	  
ACTION	  

REQUIRED:	  

Ensure	  that	  operators	  follow	  all	  
‘Operating	  Instructions’	  as	  supplied	  

	  

	  
THE	  ABOVE	  INFORMATION	  IS	  BASED	  ON	  MANUFACTURERS	  	  

CRITERIA	  AND	  EXPERIENCE	  FROM	  EXTENSIVE	  USE	  OF	  EQUIPMENT	  WE	  ARE	  ALSO	  RPII	  TRAINED	  AND	  CERTIFICATED	  AS	  WELL	  AS	  MEMBERS	  OF	  THE	  
NAIH.	  

	  
	  

G	  SHAW	  
SIGNATURE	  _________________________________________________________________________________________	  


